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Recording active: 18 min 32 sec

Borehole ID: ABC123 Borehole ID: 123ABC

Recording active: 8 min 15 sec

Borehole ID:

P Ø:

P max:
P stop:

Q Ø:

Q max:

Druck 26.1 bar

Durchfluss 93.7 l/min

18.2 bar

27.8 bar

30.0 bar

88.3 l/min

98.7 l/min

Total Volume: 1633 L Show Trend

P Ø:

P max:
P stop:

Q Ø:

Q max:

Druck 8.4 bar

Durchfluss 112.1 l/min

8.9 bar

8.5 bar

10.0 bar

111.3 l/min

123.7 l/min

Total Volume: 918 L Show Trend

P Ø:

P max:
P stop:

Q Ø:

Q max:

Druck 0.0 bar

Durchfluss 0.0 l/min

0.0 bar

0.0 bar

0.0 bar

0.0 l/min

0.0 l/min

Total Volume: 0 L Show Trend Show Trend

P Ø:

P max:
P stop:

Q Ø:

Q max:

Druck 0.0 bar

Durchfluss 0.0 l/min

0.0 bar

0.0 bar

0.0 bar

0.0 l/min

0.0 l/min

Total Volume: 0 L

Pump 1 Pump 2

Pump 4Pump 3

Enter or change Borehole ID

Next Borehole / ValveNo

OK

Valve -1 Valve +1

New Borehole ID

Enter or change Borehole ID
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D A VISata cquisition ualization

DAVIS 12" Monitor

TFT 12" Farbdisplay und touch screen
min. 2GB interner Speicher
IP 67 Schutzklasse
13 Funktionstasten
1 Navigationstaste
USB-Port
Auflösung 1024 x 768
Temperaturbereich: -30°C- 60°C

TFT 12" color touch screen
min. 2GB internal memory
IP 67 protection
13 function keys
1 rocket switch
USB port
Resolution 1024 x 768
Temperature range: -30°C -60°C

OUTDOOR Deep Vibro

Jet Grouting

Injections

Soil Mixing

CFA

Displacement

Slurry Wall

Sheet Piling

Well Point Drilling

Ankerbohren

Tiefenrüttler

HDI

Injektionen

Bodenmischen

SOB

Verdränger

Schmalwand

Spundwand

Brunnenbohren

Anchoring


